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Cloth Tape SKD-C80 |

Product Premium Quality 80 Mesh Type Polythene Coated Cloth
Liner None
Backing 80 Mesh Type Polythene Coated Cloth
Adhesive UV Stabilised Synthetic rubber
i Ideal Gaffer Tape for use in entertainment industry, quick repairs, DIY,
Description

Car, Caravan, Boat, Entertainment Industry, Motorsport, etc.

Application temperature 100°C - 35°C
Total Thickness 0.31mm )

Prior to
application the
surface should

i be made dry
_F0 - O,
Temperature resistance 5°C - 50°C and free of any
Heat Resistance 85°C for 180 Minutes dirt, dust and
grease. Apply
Adhesion to steel 3.9 N/cm sufficient
pressure over
Tensile strength 49 N/cm the whole
surface at
Rolling ball tack room
temperature to
Elongation 12% ensure
optimum
Available colors: Black, White, Silver, Yellow, Red, adhesive
contact.

Sky Blue, Dark Green, Olive, Beige
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All statements, technical information and recomnagioths are based on tests we believe to be relibbtehe accuracy and
completeness thereof is not guaranteed and th@nfiolfy is made in lieu off all warrantees, expresseiplied, including the implied
warrantees of merchantability and fitness for psg&eller’'s and Manufacturer’s only obligationlsha to replace such quantity of the
product proved to be defective. Before using, Ubaill determine the suitability of the product itsrintended use, and User assumes all
risk and liability whatsoever in connection therdwiSeller reserves the right to improve the produnc accordingly change the
specification without notice. Neither Seller nor Mdacturer shall be liable either in tort or in trast for any loss or damage, direct,
incidental or consequential, arising out of the ofser the inability to use the product. No statet@ recommendation not contained
herein shall have any force or effect unless iagmreement signed by officers of or Seller and Maatufrer.




